5& LUCKY LIGHT

SMD LED (0603 TYPE)
Features: Absolute Maximum Ratings at T, = 25°C
< Small Size (1.6 x 0.8 x 0.6mm)
+ Indus try Stan dard Foo tprin t Reverse Voltage (<100 uA) ........... AlGalnP & AlGaAs 4.0 V, Others 5.0V
< Compatible with IR Solder Process D.C. Forward CUITENT ........cocoviiieieeeeieeeeeeee e 30mA
< Available in 8 mm tape on 178 mm Pulse Current (1/10 Duty Cycle, 0.1ms Pulse Width) «.......vveeveererrrrerenee. 100mA
Diammeter Reels . o o
% Low Profile Operating Temperature Range ..............ccccceeieiinnenens -30°C To +85°C
<4 Several Colors Available Storage Temperature Range ..........cccccevvveevieniiinieennennn. -40°C To +85°C
Soldering Temperature ..........ccocceeeereerereenenienenienens 260°C For 5 Sec.
Applications:
< LCD backlighting < Strip lighting
<~ Push-button / Keypad backlighting <~ Automobile front panel indicating and backlighting
< Symbol backlighting < Miniature Dot Matrix displays
Electrical / Optical Characteristics at T, = 25°C
oo [ | pea | G | s |y,
e NLEs Material Eg‘o'fgrr‘g Color é\’;(‘)’ ?:]‘:rzg:]‘) @20mA (V) | @20mA Iv(med) |, gﬁg(gt')‘zg)
Typ. Max. Min.  Typ.
GB-SM0603VGW-TR GaP SB Green W.D. 570 22 26 5.0 13.0 170
GB-SM0603VYW-TR GaAsP SB Yellow W.D. 590 21 2.6 4.0 10.0 170
GB-SMO0603AW-TR GaAsP Amber W.D. 610 21 26 4.0 8.0 170
GB-SMO0603EW-TR GaAsP SB Orange W.D. 635 21 26 5.0 13.0 170
GB-SMO0603URW-TR AlGaAs W.D 660 1.8 2.2 15.0 | 20.0 170
GB-SMO0603UROW-TR | AlInGaP W.D. 645 2.0 26 60.0 | 70.0 170
GB-SM0603UYGW-TR | AllnGaP | UB Yellow Green| W.D. 575 22 26 40.0 | 450 170
GB-SM0603UYW-TR AllnGaP UB Yellow W.D. 593 21 2.6 50.0 | 60.0 170
GB-SMO0603UAW-TR AllnGaP UB Amber W.D. 610 21 26 60.0 | 75.0 170
GB-SM0603USW-TR AlInGaP UB Orange W.D. 632 21 2.6 70.0 | 80.0 170
GB-SM0603UBC-TR InGaN W.C. 468 3.5 4.2 25.0 | 30.0 170
GB-SM0603UPGC-TR InGaN Pure Green W.C. 525 3.5 4.2 80.0 100 170
W.D. = WHITE DIFFUSED
W.C. = WATER CLEAR
Package Outline And Tape Dimension
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i} Polarity reversed for SB RED (GB-SM0603URW-TR)
NOTE: ALL DIMENSIONS ARE IN mm, TOLERANCE IS + 0.1mm UNLESS OTHERWISE NOTED.

4,000 pcs per Reel




