é LUCKY LIGHT

SMD LED (1210 TYPE)

Features: Absolute Maximum Ratings at T, = 25°C

< Small Size (3.2 x 2.7 x 1.Imm) 2 Vol AIGalnP & AlGaAs 4.0 V. Ohers 3.0V

& Industry Standard Footprint everse Voltage (<100 uA) ........... aln aAs 4.0 V, Others 5.

< Compatible with IR Solder Process D.C. Forward CUITENT ........cocoviiieieeeeieeeeeeee e 30mA

< Available in 8 mm tape on 178 mm Pulse Current (1/10 Duty Cycle, 0.1ms Pulse Width) «.......vveeveererrrrerenee. 100mA
Diammeter Reels Overating T R 30°C To +80°C

- +
& Low Profile perating Temperature Range .........c..cccoevevevveeeveeenenenn. 0
< Several Colors Available Storage Temperature Range ...........ccccocoevveieieieeenenennn. -40°C To +85°C
Soldering Temperature ..........ccocceeeereerereenenienenienens 260°C For 5 Sec.
Applications:

< LCD backlighting

<~ Push-button / Keypad backlighting

<~ Symbol backlighting

< Strip lighting

< Automobile front panel indicating and backlighting
< Miniature Dot Matrix displays

Electrical / Optical Characteristics at T, = 25°C

LED Chip Lons Peak f/%?tlgg "I:t";':;t”ys View
Fai AL rloes Material Ec':“(;tlgfg Color @‘,’2\’2&‘8’ ‘:r']‘;’zg::) @20mA(V) | @20mA Iv(med) | , 9'32%2 )
Typ. Max. Min.  Typ. 9
GaAsP D. 642 2.1 26 | 50 | 100 17007
GB-SM1210EVGW-TR
GaP D. 570 22 | 26 | 50 | 95 170
AlGaAs 660 2.1 26 | 50 | 130 170
GB-SM1210URVGW-TR
GaP SBGreen | W.D. 570 22 | 26 | 50 | 95 170
GaAsP Amber W.D. 610 19 | 26 | 40 | 80 170
GB-SM1210AVGW-TR
GaP SBGreen | W.D. 570 22 | 26 | 40 | 95 170
GaAsP SBYelow | W.D. 590 19 | 26 | 50 | 100 170
GB-SM1210YVGW-TR
GaP SBGreen | W.D. 570 22 | 26 | 50 | 95 170

W.D. = WHITE DIFFUSED

Package Outline And Tape Dimension
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Polarity reversed for SB RED (GB-SM1210URVGW-TR) 3,000 pcs per Reel
NOTE: ALL DIMENSIONS ARE IN mm, TOLERANCE IS + 0.1mm UNLESS OTHERWISE NOTED.




